


SINGLE PHASE, 2 WIRE,

MULTI TARIFF ELECTRICITY METER

Model Name

Model Code

Meter Type

Description

Accuracy Class
Reference Voltage (Un)
Operating Voltage Range (V)
Reference Frequency (Fn)
Starting Current

Minimum Current (Imin)
Maximum Current (Imax)
Protection Degree (IP)
Electrical Protection Class
Relative Humidity
Overvoltage Category
Operating Temperature Range
Connection Type
Mechanical Environment
Electromagnetic Environment
Operating Environment
Voltage Circuit Power Consumption
Current Circuit Power Consumption
Meter Constant (Impulse Rate)
LCD Display Digits
Service Life
Communication Speed
Communication Interface
Magnetic Field Resistance
Battery Life

Load Profile Storage
Meter Enclosure

Waranty

IB10
EMD/R-/1123
Single Phase

Active, Single-phase, 2-wire, 4-tariff Electronic Electricity Meter

Class B (Class 1)

220V / 230V

90-265V

50 Hz + %2

20mA

0.25A

100A

IP54 — Suitable for Outdoor Installation
Class Il

95%

CAT Il

-40 °C to +70 °C (3K7)

Direct Connected

M1 (According to Directive 2014/32/EU)
E2 (According to Directive 2014/32/EU)
Non-condensing humidity conditions
<1W, 5VA

<4 VA

1000 imp/kWh

6 main + 3 decimal digits

10 Years

19200 Baud

Optical Port (TS EN 62056-21 compliant)

Anti-Magnetic (Records interference, unaffected by magnets)

4 years (shelf) / 10 years (in use)

180 days

Optional Transparent or Tamper-Proof Sealed Housing

5 year
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